
Proton DTP-M322
Mobile Printer

Mobile device compatible

- Support  windows, Android, IOS connection

- Connectivity options including USB+Bluetooth,

USB+Wi-Fi

Powerful printing technology

- Compatible with CPCL,TSPL,ESC
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Specification

Thermal

203DPI

72mm max.

120mm/s  Max.
RAM: 2M          FLASH: 16M

Thermistor

Micro switch

Transmissive sensor

Reflective sensor

USB + Bluetooth (Wi-Fi Optional)

1D: UPC-A ,UPC-E ,EAN-13, CODE 39 , ITF ,CODABAR , CODE 93         
CODE 128 
2D: QRCODE , PDF 417

Font 0~ Font 8

1 to 10 times enlargement in both directions; 0°, 90°, 180°, 270° rotation
Monochrome PCX, BMP can download flash, dram 
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* Compact size, light weight and freely portable

* Easy connection Bluetooth(Wi-Fi Optional)

* Display screen for convenient operation

* 2500mhA battery to ensure long standby time

* Support receipt, label and shipping label printing

Main Features

Thermal paper

25mm-80mm(±0.5mm)

OD 50mm max.; ID 9mm max.

Upper, peel-off

5VDC, 2A

118(L) x 105(W) x 62(H)mm
450g
10 days

Operation Condition: -10~52℃,  Humidity 10~85%

Storage Condition: -20~60℃ , Humidity  5~90%

86~106/kPa
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